
SEMI-AUTOMATIC PISTOL 
MODEL M-43 FIRESTAR 

CAL 9 mm. (9 x 19) 
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PRESENTATION 


With this model STAR in!reduces the smallest self-defense pistol m caliber 2 mm Parabetium arron§ Iho 
se industnally produced on the World market to this date 

As a pocket pistol has it no equal In a package size comparable to almost any pistol in caliber 7,65 mm, 
( 32 auto), It offers the powerful caliber 9x19 mm (Parabeitum) adopted by the Armed Forces ot most coun 
tries throughout the world 

Mucti flatter than revofvers, it can load m its standard niagaztne 7 rounds (8 rds in that provided with 
an extension), ana can be earned with much more comforl and discretion than the bulky pohee type revolt 
vers, replacing them with great advantage m spite of their conssderaOty shortened barrel lengths 

Special care has been taken in its safety system Fitted with tw'O locks, one of them performs conventio- 
nalty as a hammer lock, while the other btocks the firing pm permanently until the trigger is squeezed all the 
way through This characteristic offers reassuring safety condiiions for transport A drop or blow, causing the 
hammer to slip off from its sear, etc, will not produce an accdani and furthermore the hammer is also provi^ 
ded with a half-cook safety notch which is capable of stopping by itself the forvvard motion of the hammer 
preventing it from striking the firing pin 

Finally, the pistol is also provided v/ith a magazine safety fitted m (he magazine well which prevents the 
firing of the gun when the magazine is vvtthdrawn. 


As it is customary on our latest models, the slide guide rails have been machined on the outside of the 
frame to the full length o! the latter, 

This characteristic, in conjunction with the ringed adjustment of The muzzle end inside the slide, is a gua¬ 
rantee of a perfect alignment of the barrel and a consequent improved accuracy of fire 

Despite its small size, the configuration given to the pistol allows for a grip of a fair length, thus oftenng 
a comfortable gripping. Care has also been taken to ensure an excellent protection of the shooting hand, pre^ 
venting the nsk of the hammer biting the web of the hand 
The control buttons are ample and at an easy reach 

Due to its ambidextrous thumb safety and the alternative magazine catch button supplied on request, 
the pistol can be operated by either right -or left-handed shooters 

Summing up we have the satisfaction to propose a modem firearm, compact, powerful, long casting, 
safe and reliable, which we do not doubt witl give good long-lasting service to Law Enforcement Agencies, 
as well as to the vast mayonty of users of self-defense weapons. 





















TECHNICAL DATA 


OPERATION 

Operatsng principle ...... .. 

Locking system. 

Firing mechanism.. 

SAFETIES 

a) Manual ambidextrous 

b) Automatic safeties 


Semi-automatic. 

With short recoil of barrel 

Ribs on lop of barret engaging recesses 
in ceiting of slide when breech-block fa¬ 
ce of slide strikes barrel on its forward 
movemem and pushes it ahead and up 
on its oval-shap^ pivoting hote In barrel 
lug 

Single action 


safety 


Firing pin safety which keeps the firing 
pin blocked until the trigger is pulled all 
the way through 

Half-cock safety notch on hannmer to 
prevent it from striking tiring pin when 
hammer i$ manually cocked and 
thumb could sJip, 


This safety locks both stide and ham^ 
mer when the hammer is m its uncoc¬ 
ked position and only the hammer 
when this is cocked. 

Magazine safety disengaging trigger 
bar from sear when magazine is 
removed. 

Locking safety preventing tiring of the 
pistol until the barrel and slide are in 
their fully closed firing position 


BALLISTICS 

Caliber ............ .......9x19 mm. (Parabetlum), 

Initial veloaty (Voi........ 3^0 m.p.s, 

Muzzle energy {Eo).... .. 45 Kp. 

Test pressure at chamber, max (C.I.P Norm) .More than ...... 48.064 p.si. ^ 3.380 bar 

Effective range .... .. 164 ft = 50 m, 

Penetration in pme boards at 50 m . . 3.94 ins. = 10 cm. 

TRIGGER PULL 

Trigger travel measured from center of trigger..... 0.117 ins. s 3 mm. 

Trigger pull . .... 7.36 lbs. = 3,500 grs 

DIMENSIONS AND WEIGHT OF PISTOL 

OveralMength . .. .. 650 ins = 165 mm. 

Overall height ...... ... 4.61 ins ^117 mm. 

Width ol grip........... .... 1.10 ins. = 28 mm. 

Length of barrel. 3.39 ms = 86 mm. 

Length of sighting line........ 5 12 ins. = 130 mm. 

Rear sight notch width . . ........ O 14 ins. = 3.50 mm. 

Front sjghi width...... o 13 ms. = 3,25 mm. 

Weight of pistol with empty magazine . 1,88 lbs, = 855 grs. 

Magazine capacity (standard) ... ..... 7 rounds. 

Magazine capacity (with extended length) . 8 rounds. 




































































LIST OF COMPONENTS 


CODE 

NUMBER 

EXPLOSIVE 

NUMBER 

DESCRIPTTON 

343^01010 

1 

Frame 

S43iS0aiD 

2 

Magazine caic^ oc-cv nqhr 

3^311X10 

3 

i Magazine eaten tjody. left. 

34310B020 

4 

1 Magazine caicti tocR 

32910^' 


1 Maganne eaten ^ing 

3431 nOOO 

8 

' Side Stop 

328108020 

7 

Sicse ssoo pJunger. 

343108030 

8 

SlKie stop olgnoer sonng 

343111050 

9 

i Slide KOp plunger rmamirxj pin 

343101180 

' ^0 

Grip ngiTt. 

343101190 

1 11 

' Gnp, left 

343ToiliD 

^ t2 

Ghd, screwi'S 

343105000 : 

i 

Rector 

343107010 

14 

Trigger Dody 

a!5l 07020 

15 

Tngger spnng 

343107040 

15 

Trtgger bar 

343107050 

17 

Tngger bar pin. 

3^10100}^ 

IS 

Trigger ajtis. 

343^07060 

19 

TnQQer.axEE cijp. 

343T07030 , 

L 20 

Trigger plunger 

SistoVix 

21 

Interrupior. 

343106010 

22 

Haminef body 

343106020 , 

23 

Hammer bar 

343106030 

‘_%_ 

hammer bar axis 

3431OH^ 1 

1 25 

^Hammer spring ' 

333201D20 ; 

26 

Hammer spring plunger 

343101040 

27 

Hammef axis 

343101050 

23 I 

Sear 

'343101080 

29 

Sear spring 

343T01070 ‘ 

' 30 ■ 

Sear axis. i 


CODE 

NUMBER 

EXPLOSIVE 

NUMBER 

0€SCfllPTX5N 

' t'OC-Z 


V5::!a2i'‘-s ■ 

343101160 1 

1 


343M40T0 1 

1 33 1 

, Tnump , v,o;: 

343101100 

! 34 

ThLimb ss'e", P'jnger 

343101110 I 

i 3= 

Trurrsb sa'erv 

343102120 

36 

Rnna pin safety 

343102130 1 

I 37 

Fining pr- safety- s^nr.q 

3^102150 

35 

Fnng pr saieiy- sen-g p‘'j^.ger 

343101060 

39 ' 

^ Sear pusner 

3431p1l20 

40 

Rnrx! om safeTi’- pusher 

3431040*0 

4t 

aarrei. 

343112010 

42 

suae. 

3431Q2C^ 

43 

Extracttr 

343102050 

44 

Finngpin 

343102060 ' 

45 

Finng spnng 

343102040 

4€ ; 

' Extraelpr sprang 

343102080 

47 

. Rear 

343'lQ2l^ * 

48 

i Rea' sight screw 

34310^ , 

49 

. Extractor axs. 

34310216G ; 

1 50 ; 

Rear sight screw washer 

343102140 

51 

frtxTt s*ghL i 

343103010 

52' 

Ftecal sprirvg guide ! 

34310302Q 


Recoil spring 

90^023010 

54 

Magazine tube 

901023020 i 

' p I 

' Magazine follower. 

901023030 

56 ! 

Magasne follower spnryg 

90^023040 

57 

Magazine fkxx plate 

901023050 

58 

Magazine noorpiaiecaicn. ' 

915043010 

59 

Magazine extension 

915043020 

60 

Magazine extenstpn retainer | 
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OPERATING AND DISASSEMBLY INSTRUCTIONS 
FOR THE "STAR” MOD. 43 CAL 9 MM 
PARABELLUM PISTOL 


10 



To put thumb safety tn ON poeltkHi. (Ffg 1^ 

Push uD either of the two thumb safety wings locateo on tx>th left 3r>d right rear sides of the siioe until 
the red warning dots on both upper rear sfdes Of The slide are corvceaJed 

Wfth the hammer uncocked both trie hammer and slide will be locked 

ft the pistol rs with the hammer tn cocked posttion, as shown on the figure, only the hammer will be locked 
With the possibility of drawing back the slide to check whether there is a carttid^ left in the chamber Thus, 
the pistol can be safely handled 

As a general safety measure and from the beginning, ALWAYS HANDLE THE PISTOL AS IF IT WERE LOA¬ 
DED AND HOLD IT AIMED IN A SAFE DtRECTtON 
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With the safety in On posHfon (red dots conceaied), depress with the thumb the magazine catch button 
focated on the left side of the frame, just back of the trigger guard, and withdraw the magazine from its hou¬ 
sing in the grfp. With the magazine removed, the pistol is now double safe because of the action of the maga¬ 
zine safety whfch disengages the trigger bar from the sear. Once the magazine is again inserted, it will push 
the magazine safety upwards to free the trigger bar and permit its engagement with the sear 
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To load the magazine. (Fig, 3) 


Holding the magazine in the left hand, take a cartridge grasping it between the thumb and index finger 
of the right hand, place the cartridge head on the front end of the magazine foliower and push it slightly down 
until it can be slid in under the lips of the magazine wall Another cartndge is then placed on top of the first 
one and forced down and slid in. This procedure is followed until the magazine contains whatever cartridges 
are to be fired The holes on the right side of the magazine permit checking of the number of cartridges loaded. 

When tnsening the cartridges, take care not to force them against the magazine lips in order to prevent 
damage to the latter, which would cause a maifunction of the pistol. Always insert them gently under the lips 
of the magazine wall 

























With !h€ hammer in uncocked position and the thumd safety ^vings concealing the fee warning dots (this 
will keep you safe from inadvertently chambering a cartridge) hold the pistol in the shooting hand and with 
the free hand insen the loaded magazine in its housing in the grip until it is held in place by the magazine catch 
If you want to chamber the first cartridge, pul the thumb safety wings in OFF (firing) postlion, taking care 
to keep the inaex finger away from the trigger as shown m the figure and grasping the slide between tfiumb 
and index finger of the weak hand ai the serrations, pull it fully back and allow the slide to snap forward forced 
by the recoil spring The slide will m ns forward motion extract the first cartridge from between the magazine 
hps and chamber it 


The pistol IS now loaded cocked and ready to fire 


CAUTiON 

Take into account that you have now in your hands a loaded and cocked pistol with the thumb safety 
«n frrrng conditKsn reaoy to be fired by pulling the tngger Thus, take care to keep from this time your fingers 
away from the trigger and if you are not going to shoot, pul the thumb safety in ON position concealing the 
red warning dots, as this is the only way to narnnlessty handle the prstoJ 
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To fire the pistoL (Fig. 5) 

With a cartridge already chambered, thumb safely m OFF (firing) position (red v^arning dots visible) and 
Ihe hammer cocked, as shown in the figure, firmly hold the pistol in firing position and squeeze the trigger 
The discharge of the fired cartridge forces the slide backwards, extracting the fired cartridge case and 
cocking the hammer. The subsequent forward movement of the slide, under the pressure of the recoil spring, 
strips another cartridge from between the magazine lips into ine chamber The pistol is then ready to fire again 
This is repeated as rapidly as the trigger is pulled, until the magazine is empty, 
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Last shot. (Fig 6) 

When the last round m the magazine has been fired, the magazine follower, freed from the pressure of 
the cartridges, pushes upwards against the inside of the side stop. The slide stop moves then upward and 
engages in a notch m the slide {see Fig. 6), thus holding the slid© open, serving as an indicator that the emp¬ 
tied magazine must be replaced with a loaded on© 

If the firing should be resumed, remove the emptied magazine and replace it with a loaded one Release 
the slide by pressing upon the thumb piece of the slide stop and the return movement of the slide under the 
influence of the recoil spring will force a cartridge into the chamber leaving the pistol again ready for ftring 
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DISASSEMBLY AND CLEANING 























start of disassembly. (Ftg T> 

ftm, of all. remove magazine and check to ensure that there »s no cartridge left rn the chamber and remo¬ 
ve rt there ts 

Cock the hammer by hand and puii sl^de back until reference line on the left side of the slide is tn line with 
a corresponding line on the frame, at the same trrne press the index tirjger of the nght hand against the end 
of the slide stop shaft protruding from the opposite side of the frame fsee arrow m Fig, 7) atX5ve the ingger 
guard, until the slide stop is partiaity extraaed With the thumb and index finger of the left hand grasp the 
side stop and puli (t out 
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Removdi of the slide assembly. (Bg 8) 

Once the slide stop has been rerrxjved, the slide assembly can now be withdrawn by pulling It out and 
forward from the frame, 

The barrel and recoil spring assembly will conne out with the slide assembly 

























Removal of the recoil spring assembly. {Fig. 9) 

Grasp the rear end of the recoil spring assemWy between thumb and index finger of the right hand and 
pulling ft slightly forward to separate its small locking plunger at the rear of the spring guide from the barrel 
lug face, lift it up and out rearward of the slfde 
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Removal of the barrel. (Fig 10] 

The barrel is removed from the slide in a similar way as the recoil spring assembly, taking into account 
that the ring at the muzzle can only pass atong the enlarged pan of the channel in the proximity of the recoil 
spring assembly housing. 












For the removal of the frririg pin a^x^ (ts safety is rt necessary to withdraw the rear sight trorrj its dovetail 
by shifting it to either side after its retainer has been depressed by means of the sfide slop shaft point, or ano‘ 
ther pointed object 

Take care not lo let the rear sigh! retainer and its spnng, as well as the fihng pin safety spnng plunger 
and ITS spnng, fly away when shifting out the rear sight. 

The firing pin safety may now be lifted out from ils housing and the finng pin and its spnng withdrawn 
from the rear 
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Removal of the magazine catch, (Fig 12) 

Depress The magazine catch button and with the screwdnver turn the magazine catch EocH one^quaner 
turn countef-clockwise, to disengage it from its locking sfot m the frame The magazine catch with its lock and 
spring may now be rennoved as an assembly to The left 

The lock on the magazine catch for left handed shooters should be turned clockwise and the magazine 
catch assembly withdrawn to the nght of the pistol 






Cieanfng of the pistol; 


Always dean the barrel and ctiarrsber as soon as possible after firing Built up residue in the chamber can 
result in misfires due to the cartrfdge not sealing fully in the chamber Avoid cleaning from the muzzte to pre^ 
vent v/ear caused by the cleaning rod. 

Under normal usage conditions is it advisable to put a little oil on the fnction points. The slide gusding rails, 
barrel seats, firing pin with its safety and the ffnng mechanism are those points which should be slightEy oiled 
by using fine mineral oil only 

Always wipe off the e.Kterior of the. pistol after use with a slightly oiled cloth to remove svi^eat finger marks 
which may be highly corrosive^ in order to protect the finish 

However, m dusty and sandy environments is it preferable to keep the pistol as dry as possible with a 
minimum of fubrication. as otherwise the dust and sand could hang on with even more negative results than 
the absence of oil 


Reassembly of the pistol; 

Reassembly of the parts iS in general easily accomplished by reversing the aforementioned procedures 
for disassembly, 


STAR BONIFACIO ECHEVERRIA S.A, 


Cf TORREKUA. 3 - P O. BOX 10 

PHONE (9) 43 - 11 73 40 

TELEX 38658 BEIA E - CABLES .STAR^^ 

FAX (9) 43 - 11 15 24 

20600 EIBAR (GUIPUZCOA) SPAIN 







UU ■ 7000 ' VI to 


